SolidDrive (SD1, SD1g, SD1sm, SD1 Desktop)

Architectural Specifications

The loudspeaker shall consist of a full-range transducer constructed with neodymium magnets in a chrome-plated aluminum enclosure.

Performance specifications are depen​dent upon substrate type and size. Typi​cal production unit specifications are as follows: Useable frequency response shall extend from 60 Hz – 15 kHz (-10 dB, ½ space, no external equalization). Mea​sured sensitivity (2.83 Volt input, 1 meter) shall be at least 70.0 dB (drywall tested). The speaker shall have a nominal imped​ance of 8 Ohms and rated power capacity shall be at least 30 Watts RMS. The max. SPL shall be 88.5 dB (drywall tested).

Installation for the SolidDrive shall include galvanized steel pre-construction bracket for drywall, high-bond, double-sided VBH adhesive for glass or direct-screw mounting plates for surface-mount applications including wood. The desk​top mounting kit includes mini amplifier, 15 Volt power supply, passive EQ module, 4 international power outlet adaptors, connector cables and a durable carrying case. Overall cabinet dimensions for the SD1 and SD1sm shall be no more than 52.8mm (2.08 in) in height by 88.9 mm (3.50 in) in diameter. The SD1 shall weigh no more than 0.50 kg or 1.2 Lbs.

Overall cabinet dimensions for the SD1 Desktop and SD1g shall be no more than 52.8 mm (2.08 in) in height by 57.9 mm (2.28 in) in diameter. The SD1 shall weigh no more than 0.50 kg or 1.1 Lbs.

SolidDrive models shall come with the following leads:

SD1 – 559 mm (22 in.) plenum rated speaker wire with screw connector block.

SD1g – 1829mm (72 in) clear speaker wire with screw connector block.

SD1sm – 1829mm (72 in) clear speaker wire with screw connector block.

SD1 desktop – 1829mm (72 in) black speaker wire with gold RCA plug.
